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SECTION 03 62 13

MasterFlow® 928 Grout 

Notes to specifiers:

Please update your Master Specifications to reflect the company and product name changes. The old product names are provided in parentheses following the new names in this Section for reference.
The purpose of this guide specification is to assist the specifier in developing a project specification for the use of master buidlers solutions products.  this guide document has been prepared to be part of a complete project manual.  it is not intended to be a “stand alone” document, and it is not intended to be copied directly into a project manual.

This guide specification will need to be carefully reviewed for APPROPRIATENESS for the given project and edited accordingly to comply with project-specific requirements.

PART 1 -  GENERAL

1.1 SUMMARY

A. Section Includes:

1. Application of low dust, high-precision, hydraulic, cement-based, mineral-aggregate grout with extended working time.

Delete sections below not relevant to this project; add others as required.

B. Related Sections:

1. Section 03 30 00 – Cast-in-Place Concrete.

2. Section 03 45 00 – Precast Architectural Concrete.

3. Section 05 12 00 – Structural Steel Framing.

4. Section 05 50 00 – Metal Fabrications.

5. Section 31 40 00 – Shoring and Underpinning.

1.2 SUBMITTALS

A. Comply with Section [01 33 00] [__ __ __].

B. Product Data:  Submit manufacturer's technical data sheets,

C. LEED Submittals:  Comply with requirements for each product to achieve points indicated in LEED Project Checklist provided by the architect/engineer.
D. Submit list of project references as documented in this specification under Quality Assurance Article.  Include contact name and phone number of the person charged with oversight of each project.

E. Quality Control Submittals:

1. Provide protection plan of surrounding areas and non-cementitious surfaces.

1.3 QUALITY ASSURANCE

A. Comply with Section [01 40 00] [ __ __ __ ].

B. Qualifications:

1. Manufacturer Qualifications:  Company with minimum 15 years of experience in manufacturing of specified products.

2. Manufacturer Qualifications:  Manufacturer Qualifications: Company shall be ISO 9001:2015 Certified.
3. Applicator Qualifications:  Company with minimum of 5 years’ experience in application of similar products on projects of similar size and scope and is acceptable to product manufacturer.

a. Successful completion of a minimum of 3 projects of similar size and complexity to specified Work.

Delete below if work of this Section is not extensive or complex enough to justify a pre-installation conference.  If retaining, coordinate with Division 1.

C. Pre-Installation Meetings:  Conduct meeting at project site to comply with requirements in Section 01 31 00 – Project Management and Coordination.

1. Schedule and convene meeting a minimum of one week before starting work of this section.

2. Review weather conditions, surface preparation, forming, mixing, application, curing, and protection.

3. Discuss procedures for protecting adjacent finished work.

4. Provide manufacturer’s representative with 10 days written notice of pre-installation meeting.

1.4 DELIVERY, STORAGE, AND HANDLING

A. Comply with Section [01 60 00] [ __ __ __ ].

B. Comply with manufacturer’s ordering instructions and lead-time requirements to avoid construction delays.

C. Deliver materials in manufacturer's original, unopened, undamaged containers with identification labels intact.

D. Store materials in unopened packaging in clean, dry area protected from sunlight.  Prevent material from freezing.

1.5 PROJECT CONDITIONS

A. Environmental Requirements:

1. Mix and place grout between 45 and 90 degrees F (7 and 32 degrees C).

PART 2 -  PRODUCTS

2.1 MANUFACTURERs

A. Subject to compliance with requirements, provide products from the following manufacturer:

Master Builders Solutions

889 Valley Park Drive

Shakopee, MN  55379 USA

Customer Service:  800-433-9517

Technical Service:  800-243-6739

Direct Phone:  952-496-6000

Website: www.master-builders-solutions.com/en-us
B. Substitutions:  Comply with Section [01 60 00] [__ __ __ ].

C. Specifications and drawings are based on manufacturer's proprietary literature from Master Builders Solutions.  Other manufacturers shall comply with minimum levels of material and detailing indicated in Specifications or on Drawings.  Architect will be sole judge of appropriateness of substitutions.

2.2 MATERIALS

A. Low dust, high-precision, hydraulic, cement-based, mineral-aggregate grout with extended working time.

1. Acceptable Product:  MasterFlow 928 (Formerly Masterflow 928) by Master Builders Solutions.

B. Performance Requirements:  Provide grout complying with the following requirements:

1. Compliances:

a. ASTM C1107, Grades B and C.

b. Corps of Engineers CRD C621, Grades B and C, at fluid consistency over 30-minute working time at temperature range of 40 to 90 degrees F (4 to 32 degrees C).

c. ANSI/NSF 61, for use with potable water.

2. Compressive Strength, Plastic Consistency, ASTM C942 according to ASTM C1107:

a. 1 Day:  4,500 psi (31 MPa).

b. 3 Days:  6,000 psi (41 MPa).

c. 7 Days:  7,500 psi (52 MPa).

d. 28 Days:  9,000 psi (62 MPa).

3. Volume Change, Fluid Consistency, ASTM C1090:

a. 1 Day:  Greater than 0 percent.

b. 3 Days:  0.04 percent.

c. 14 Days:  0.05 percent.

d. 28 Days:  0.06 percent.

4. Setting Time, Plastic Consistency, ASTM C191:

a. Initial Set:  2 hours 30 minutes.

b. Final Set:  4 hours.

5. Flexural Strength, Fluid Consistency, ASTM C78:

a. 3 Days:  1,000 psi (6.9 MPa).

b. 7 Days:  1,050 psi (7.2 MPa).

c. 28 Days:  1,150 psi (7.9 MPa).

6. Modulus of Elasticity, Fluid Consistency, ASTM C469, Modified:

a. 3 Days:  2.82 x 106 psi (1.94 x 104 MPa).

b. 7 Days:  3.02 x 106 psi (2.08 x 104 MPa).

c. 28 Days:  3.24 x 106 psi (2.23 x 104 MPa).

7. Coefficient of Thermal Expansion, Fluid Consistency, ASTM C531:

a. 6.5 x 10-6 in/in/degree F (11.7 x 10-6 mm/mm/degree C).

8. Splitting Tensile Strength, Fluid Consistency, ASTM C496:

a. 3 Days:  575 psi (4.0 MPa).

b. 7 Days:  630 psi (4.3 MPa).

c. 28 Days:  675 psi (4.7 MPa).

9. Tensile Strength, Fluid Consistency, ASTM C190:

a. 3 Days:  490 psi (3.4 MPa).

b. 7 Days:  500 psi (3.4 MPa).

c. 28 Days:  500 psi (3.4 MPa).

10. Punching Shear Strength, Fluid Consistency, BASF Method, 3-inch by 3-inch by 11-inch (76-mm by 76-mm by 279-mm) beam:

a. 3 Days:  2,200 psi (15.2 MPa).

b. 7 Days:  2,260 psi (15.6 MPa).

c. 28 Days:  2,650 psi (18.3 MPa).

11. Resistance to Rapid Freezing and Thawing, ASTM C666, Procedure A, 300 cycles RDF:

a. 90 percent.

12. Dust Reduction, DIN 55992-2

a. 50% vs. Control

13. VOC Content:  0 lbs per gal (0 g/L), less water and exempt solvents.

PART 3 -  EXECUTION

3.1 EXAMINATION

A. Comply with Section [01 70 00] [ __ __ __ ].

3.2 SURFACE Preparation

A. Prepare surfaces in accordance with manufacturer’s instructions.
B. Clean steel surfaces of dirt, oil, grease, and other contaminants.

C. Ensure surface to be grouted is clean, saturated-surface dry, sound, and roughened to CSP of 5 to 9 in accordance with ICRI Guideline 03732 to permit proper bond.

D. Chip concrete surfaces to roughness of plus or minus 3/8 inch (10 mm) when dynamic, shear, or tensile forces are anticipated.  Verify absence of bruising in accordance with ICRI Guideline 03732.

E. Saturate concrete surfaces with clean water for 24 hours immediately before grouting.

F. Remove freestanding water from foundations and bolt holes immediately before grouting.

G. Grout and sufficiently set anchor bolt holes before major portion of grout is placed.

H. Shade foundation from sunlight 24 hours before and 24 hours after grouting.

3.3 forming

A. Erect forms in accordance with manufacturer’s instructions.
B. Erect forms liquid tight and nonabsorbent.  Seal forms with putty, sealant, caulk, or polyurethane foam.

C. Use head form sloped at 45 degrees to enhance grout placement, if necessary.

D. Allow a maximum of 4” (102mm) shoulder to permit grout placement.  
E. Use enough bracing to prevent grout from leaking or moving.

F. Eliminate large, unsupported grout areas wherever possible.

G. Extend forms no more than 1” inch (25 mm) higher than bottom of equipment being grouted.

H. Consult grout manufacturer for recommendations regarding expansion joints.

3.4 mixing

A. Mix materials in accordance with manufacturer’s instructions.

B. Store and mix grout to produce desired mixed-grout temperature.  If bagged material is hot, mix with cold water.  If bagged material is cold, mix with warm water.  Achieve mixed-product temperature as close to 70 degrees F (21 degrees C) as possible.

C. Adjust water to achieve desired flow.  Recommended flow is 25 to 30 seconds using ASTM C939 Flow-Cone Method.  Use minimum amount of water required to achieve necessary placement consistency.

D. Mix grout a minimum of 5 minutes after material and water is in mixer.  Use mechanical mixers.

E. Do not mix more grout than can be placed in approximately 30 minutes.

F. Do not retemper grout by adding water and remixing after it stiffens.

3.5 application

A. Place grout in accordance with manufacturer’s instructions.

B. Ensure foundation, plate, and grout temperatures do not fall below 40 degrees F (7 degrees C) until after final set, when grouting at minimum temperatures.
C. Place grout from only one side of equipment to prevent air or water entrapment beneath equipment.  Place grout in continuous pour.

D. Discard grout that becomes unworkable.

E. Ensure grout fills entire space being grouted and remains in contact with plate throughout grouting process.

F. Do not vibrate grout to facilitate placement.  Use steel straps inserted under plate to help move grout.

G. Immediately after placement, trim surfaces with trowel and cover exposed grout with clean wet rags.  Do not use burlap.  Keep rags moist until grout surface is ready for finishing or until final set.

H. Wait until grout offers stiff resistance to penetration with pointed mason’s trowel before grout forms are removed or excessive grout is cut back.

I. Consult grout manufacturer before placing lifts more than 6 inches (152 mm) in depth.

3.6 Curing

A. Cure grout in accordance with manufacturer’s instructions.

B. Cure exposed grout with membrane curing compound approved by grout manufacturer and compliant with ASTM C309 or preferably ASTM C1315.

C. Apply curing compound immediately after wet rags are removed to minimize potential moisture loss.

3.7 PROTECTION

A. Protect grout from temperatures at and below 32 degrees F (0 degrees C) until grout has attained compressive strength of 3,000 psi (21 MPa).
B. Protect completed grout from damage during construction.

END OF SECTION

Disclaimer

THIS INFORMATION AND ALL FURTHER TECHNICAL ADVICE ARE BASED ON master builders solutions PRESENT KNOWLEDGE AND EXPERIENCE. HOWEVER, master builders solutions ASSUMES NO LIABILITY FOR PROVIDING SUCH INFORMATION AND ADVICE INCLUDING THE EXTENT TO WHICH SUCH INFORMATION AND ADVICE MAY RELATE TO EXISTING THIRD-PARTY INTELLECTUAL PROPERTY RIGHTS, ESPECIALLY PATENT RIGHTS. IN PARTICULAR, master builders solutions DISCLAIMS ALL CONDITIONS AND WARRANTIES, WHETHER EXPRESS OR IMPLIED, INCLUDING THE IMPLIED WARRANTIES OF FITNESS FOR A PARTICULAR PURPOSE OR MERCHANTABILITY. master builders solutions SHALL NOT BE RESPONSIBLE FOR CONSEQUENTIAL, INDIRECT OR INCIDENTAL DAMAGES (INCLUDING LOSS OF PROFITS) OF ANY KIND. master builders solutions RESERVES THE RIGHT TO MAKE CHANGES ACCORDING TO TECHNoLOGY PROGRESS OR FUrTHER DEVELOPMENTS. IT IS THE CUSTOMERS RESPONSIBILITY AND OBLIGATION TO CAREFULLY INSPECT AND TEST ANY INCOMING GOODS. PERForMANCE OF THE PRODUCT(S) DESCRIBED HEREIN SHOULD BE VERIFIED BY TESTING AND CARRIED OUT ONLY BY QUALIFIED EXPERTS. IT IS THE SOLE RESPONSIBILITY OF THE CUSTOMER TO CARRY OUT AND ARRANGE FOR ANY SUCH TESTING. REFERENCE TO TRADE NAMES USED BY OTHER COMPANIES IS NEITHER A RECOMMENDATION, NOR AN ENDORSeMENT OF ANY PRODUCT AND DOES NOT IMPLY THAT SIMILAR PRODUCT COULD OR COULD NOT BE USED.
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