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DECLARATION OF PERFORMANCE

Performans Beyani
NO: 02.1504.3.015

1. Identification code of the product type /

Uirtin tipi kimiik kodu: MasterEmaco S 488 PG

Cement Based Grout Mortar

Products and systems for the protection and repair
of concrete structures

Part 3: Structural and nonstructural repair
Structural Repair Mortar

Structural Repair Mortar

Class: R4

Method 3.1 Applying mortar by hand

Method 3.2 Concrete restoration by recasting with
concrete

Method 4.4 Structural strengthening by adding
mortar or concrete

Method 7.2 Replacing contaminated or carbonated
concrete

2. Intended use or uses / Kullanim amaci veya
amaglari

Cimento Esash Grout Harci

Beton yapilarin korunmasi ve tamiri icin
mamuller ve sistemler

Bolim 3: Yapisal olan ve yapisal olmayan tamir
Yapisal Tamir Harci

Sinif : R4

Yéntem 3.1 Elle harg uygulanmasi

Yontem 3.2 Yeniden beton dékilmesi

Yontem 4.4 Harg veya beton ilavesi

Y6ntem 7.2 Bozunmug betonun yenilenmesi

4. Name and address of the authorized
representative / Yetkili Kisi Adi ve Adresi:

Master Builders Solutions Yapi Kimyasallari Sanayi ve

4, Name and address of the manufacturer/ Ticaret Ltd. Sti.
Uretici Adi ve Adresi Barbaros Mah. Begonya Sok. Nidakule Atasehir Kuzey C

Kapisi No:3E/5 34746 Atasehir/Istanbul

5. System/s of AVCP [ Performansin Dedismezligi | System 2+ , System 3 for reaction to fire
Sistemi Sistem 2+ , Sistem 3 yangina direng icin

EN 1504-3:2005

6a. Harmonised Standard / Uyumiastiriimis Technicky a zkuSebni Ustav stavebni Praha, s.p.

Standart NB 1020

Notified body/ies/ Onaylanmis Kurulus(lar) Efectis Era Avrasya Test Ve Belgelendirme A.S.
NB 2184
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7. Declared Performance/s (Beyan Edilen Performans/lar)

Harmonised Technical
Specification
Uyumlastiriimis Teknik
Sarthame

Essential Characteristic Performance
Temel Karakteristikler Performans

Compressive Strength
(EN 13892-2)
Basing Dayanimi

>45 N/mm2 (R4)

Chloride lon Content
(EN 1015-17)
Klorur lyonu Igerigi

<% 0,05

Adhesive Bond
(EN 1542)
Yapistirma Suratiyle Olusmus Bag

> 2 N/mm?2

Restrained Shrinkage / Expansion
(EN 12617-4)
Sinirlandinimis Buzilme/ Genlesme

> 2 N/mm?2

Carbonation Resistance
(EN 13295)
Karbonatlasmaya Direng

dk<control concrete
(MC(0.45))

Thermal Compatibility
Part 1:Freeze-Thaw

(EN 13687-1)

Isil Uyumluluk

Bolim 1:Donma-Céziinme

NPD

Thermal Compatibility

Part 2: Thunder Shower

(EN 13687-2)

Isil Uyumluluk

Bolim 2:Yildinm, yagmurlama

NPD

EN 1504-3:2005

Thermal Compatibility
Part 4:Dry cycling

(EN 13687-4)

Isil Uyumluluk

Bolim 4:Kuru ¢evrim

NPD

Elastic Modulus
(EN 13412)
Elastisite Modli

220 GPa

Skid Resistance
(EN13036-4)
Kaymaya diren¢

NPD

Coefficient of thermal expansion
(EN 1770)
Isil genlesme katsayisi

NPD

Capillary Absorption
(EN 13057)
Kapiler Su Emme

NPD

Reaction To Fire
(EN 13501-1)
Yangina Karsi Tepki

Al

Dangerous Substances
Tehlikeli Maddeler

In accordance with article
5.4
Madde 5.4'e uygun
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The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole
responsibility of the manufacturer identified above. / Yukarida tammianan yapr malzemesi beyan edilen
performans/lar grubuna sahiptir. Yapi Malzemeleri Yonetmeligi (305/2011/AB) uyarinca hazirlanan bu performan beyan
sadece yukarida tanimlanan imalatginin sorumlulugu altinda yayimianir.

Signed for and on behalf of the manufacturer by
Imalat¢ adina imzalayan

Name and Function - Isim ve Gorevi :Muhittin BALCI - Quality Control Supervisor / Kalite Kontrol Stipervizorii
Place and Date Of Issue - Diizenlenen Yer ve Diizenlenme Tarihi :Gebze/KOCAELI - 01.10.2020
Signature — Imza

Abrand of

MBCC GROUP



