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SECTION  09 97 23
CONCRETE AND MASONRY COATINGS

Notes to specifiers:

Please update your Master Specifications to reflect the company and product name changes. The old product names are provided in parentheses following the new names in this Section for reference.
The purpose of this guide specification is to assist the specifier in developing a project specification for the use of master buidlers solutions products.  this guide document has been prepared to be part of a complete project manual.  it is not intended to be a “stand alone” document, and it is not intended to be copied directly into a project manual.

This guide specification will need to be carefully reviewed for APPROPRIATENESS for the given project and edited accordingly to comply with project-specific requirements.

PART 1 GENERAL

1.1 SECTION INCLUDES

Specifier Notes:  Edit the following sentence for the substrate to receive the waterproof coating.

A. Water-based, 100 percent acrylic, smooth, easy-cleaning, waterproof coating for exterior, above-grade, vertical surfaces of [concrete]  [masonry]  [stucco]  [EIFS]  [existing coatings].

1.2 RELATED REQUIREMENTS

Specifier Notes:  Edit the following list of related sections as necessary.  Limit the list to sections with specific information that the reader might expect to find in this section, but is specified elsewhere.

A. Section 03 30 00 – Cast-in-Place Concrete.

B. Section 04 22 00 – Concrete Unit Masonry.

C. Section 07 24 00 – Exterior Insulation and Finish Systems.

D. Section 09 24 00 – Cement Plastering:  Stucco.

1.3 REFERENCE STANDARDS

Specifier Notes:  List reference standards used elsewhere in this section, complete with designations and titles.

A. ASTM D 522 / D 522M – Standard Test Methods for Mandrel Bend Test of Attached Organic Coatings.

B. ASTM D 1475 – Standard Test Method For Density of Liquid Coatings, Inks, and Related Products.

C. ASTM D 3359 – Standard Test Methods for Measuring Adhesion by Tape Test.

D. ASTM D 3719 – Standard Test Method for Quantifying Dirt Collection on Coated Exterior Panels.

E. ASTM D 4541 – Standard Test Method for Pull-Off Strength of Coatings Using Portable Adhesion Testers.

F. ASTM D 5201 – Standard Practice for Calculating Formulation Physical Constants of Paints and Coatings.

G. ASTM D 5590 – Standard Test Method for Determining the Resistance of Paint Films and Related Coatings to Fungal Defacement by Accelerated Four-Week Agar Plate Assay.

H. ASTM E 96 – Standard Test Methods for Water Vapor Transmission of Materials.

I. ASTM G 155 – Standard Practice for Operating Xenon Arc Light Apparatus for Exposure of Non-Metallic Materials.

J. ICRI 310.2R – Selecting and Specifying Concrete Surface Preparation for Sealers, Coatings, Polymer Overlays, and Concrete Repair.

K. ISO 9001:2008 – Quality Management Systems – Requirements.

L. Miami/Dade TAS 143-95 – Dirt Pickup Resistance.

1.4 PREINSTALLATION MEETINGS

Specifier Notes:  Edit preapplication meetings as necessary.  Delete if not required.

A. Convene preapplication meeting [1 week]  [2 weeks] before start of application of waterproof coating.

B. Require attendance of parties directly affecting work of this section, including Contractor, Architect, applicator, and manufacturer’s representative.

C. Review the Following:

1. Mock-ups.

2. Materials.

3. Protection of in-place conditions.

4. Surface preparation.

5. Mixing.

6. Application.

7. Protection.

8. Coordination with other work.

1.5 SUBMITTALS

Specifier Notes:  Edit submittal requirements as necessary.  Delete submittals not required.

A. Comply with Section 01 33 00 – Submittal Procedures.

B. Product Data:  Submit manufacturer’s product data, including surface preparation, mixing, and application instructions.

C. Samples:  Submit manufacturer’s samples of standard colors of waterproof coating.

1. Sample Size:  Minimum 3 inches by 3 inches.

D. Manufacturer’s Certification:  Submit manufacturer’s certification that materials comply with specified requirements and are suitable for intended application.

E. Manufacturer’s Project References:  Submit manufacturer’s list of successfully completed waterproof coating projects, including project name and location, name of architect, and type and quantity of waterproof coatings furnished.

F. Applicator’s Project References:  Submit applicator’s list of successfully completed waterproof coating projects, including project name and location, name of architect, and type and quantity of waterproof coatings applied.

G. Cleaning Instructions:  Submit manufacturer’s cleaning instructions.

H. Warranty Documentation:  Submit manufacturer’s standard warranty.

1.6 QUALITY ASSURANCE

A. Manufacturer’s Qualifications:

1. Manufacturer regularly engaged, for a minimum of 10 years, in the manufacturing of waterproof coatings of similar type to that specified.

2. ISO 9001:2008 certified.

B. Applicator’s Qualifications:

1. Applicator regularly engaged, for a minimum of 5 years, in application of waterproof coatings of similar type to that specified.

2. Employ persons trained for application of waterproof coatings.

Specifier Notes:  Describe mock-ups required.  Delete if not required.

C. Mock-ups:

1. Apply materials to 4-foot by 4-foot (1.2-m by 1.2-m) mock-up to verify acceptable color, texture, and adhesion.

2. Measure adhesion in accordance with ASTM D 3359, Method A.

a. Required Minimum Adhesion Rating, 0 to 5 Scale:  4A.

3. Construct mock-ups using same materials, surface preparation, mixing, and application for use in the Work.

4. Construct mock-ups at locations determined by Architect.

5. Do not proceed until mock-ups are approved by Architect.

6. Retain approved mock-ups.

1.7 DELIVERY, STORAGE, AND HANDLING

A. Delivery Requirements:  Deliver materials to site in manufacturer’s original, unopened containers and packaging, with labels clearly identifying product name and manufacturer.

B. Storage and Handling Requirements:

1. Store and handle materials in accordance with manufacturer’s instructions.

2. Keep materials in manufacturer’s original, unopened containers and packaging until installation.

3. Store materials in clean, dry area.

4. Store materials out of direct sunlight.

5. Keep materials from freezing.

6. Protect materials during storage, handling, and application to prevent contamination or damage.

1.8 AMBIENT CONDITIONS

A. Do not apply materials when substrate or ambient temperatures are 40 degrees F (4 degrees C) or below during application or within 24 hours after application.

B. Do not apply materials when rain, snow, or excessive moisture is expected during application or within 24 hours after application.

PART 2 PRODUCTS

2.1 MANUFACTURERS

A. Manufacturer:  

Master Builders Solutions

889 Valley Park Drive

Shakopee, MN  55379 USA

Customer Service:  800-433-9517

Technical Service:  800-243-6739

Direct Phone:  952-496-6000

Website: www.master-builders-solutions.com/en-us
B. Substitutions:  Not permitted.

C. Single Source:  Provide materials from single manufacturer.

2.2 CONCRETE AND MASONRY COATINGS

A. Waterproof Coating:  “MasterProtect C 350”.

1. Description:  Water-based, 100 percent acrylic, smooth, easy-cleaning, waterproof coating.

2. Use:  Exterior, above-grade, vertical surfaces.

Specifier Notes:  Specify one of the following tint bases.  Consult Master Builders Solutions for more information.

3. Tint base:  [Pastel]  [Medium]  [Deep]  [Clear]  [Pre-tinted].

Specifier Notes:  Specify the color of the waterproof coating.  Consult Master Builders Solutions  for standard colors and for availability of custom colors.

4. Color:  ____________.

5. Hydrophobic.

6. Breathable.

7. UV resistant.

8. VOC Content:  Less than 50 g/L, less water and exempt solvents.

B. Test Data:

1. Density, ASTM D 1475:  11.8 lbs/gal (1.41 kg/L).

2. Solids by Volume, ASTM D 5201:  41 percent.

3. Adhesion to Concrete, ASTM D 4541, 28 Days:  500 psi.

4. Dirt Pickup Resistance, Miami/Dade TAS 14395, Section 7.8 (Modified):  Greater than 90 percent retention of reflectance.

5. Dirt Collection, ASTM D 3719, 61 Days, 45-Degree Angle, Southern Exposure, Dc Index:  0.98.

6. Artificial Weathering and UV Resistance, ASTM G 155, Xenon Arc, Type B, 2,000 Hours:  No deleterious effect.

7. Water-Vapor Permeance, ASTM E 96, Wet Cup Test:  20 perms.

8. Flexibility, ASTM D 522, 7 Wet Mils, 1/2-Inch Mandrel, 40 Degrees F (4 Degrees C) and 70 Degrees F (21 Degrees C):  No cracking.

9. Fungus Resistance, ASTM D 5590, 30-Day Exposure:  No growth.

2.3 ACCESSORIES

Specifier Notes:  Delete accessories not required.

Specify “MasterProtect FL 746” for a textured surface.  Specify “MasterProtect FL 748” for a smooth surface.

A. Patching Compound:  [“MasterProtect FL 746”, textured]  [“MasterProtect FL 748”, smooth].

1. Description:  100 percent acrylic-emulsion patching compound.

2. Use:  Crack repair.

B. Block Filler:  “MasterProtect FL 749”.

1. Description:  Acrylic copolymer-based block filler.

2. Use:  Base coat for new concrete masonry units.

C. Base Coat:  “MasterProtect HB 200”.

1. Description:  Water-based, 100 percent acrylic, smooth, waterproof coating.

2. Use:  Base coat for waterproof coating.

D. Primer:  “MasterProtect P 100”.

1. Description:  Acrylic primer.

2. Use:  Primer for chalky surfaces.

E. Primer:  “MasterProtect P 150”.

1. Description:  Modified acrylic primer.

2. Use:  Primer for MasterProtect coatings.

PART 3 EXECUTION

3.1 EXAMINATION

A. Examine surfaces to receive waterproof coating.

B. Notify Architect of conditions that would adversely affect application or subsequent use.

C. Do not begin surface preparation or application until unacceptable conditions are corrected.

3.2 PROTECTION OF IN-PLACE CONDITIONS

A. Protect adjacent surfaces and landscaping from contact with waterproof coating.

3.3 SURFACE PREPARATION

A. Prepare surfaces in accordance with manufacturer’s instructions.

B. Ensure surfaces are sound, clean, dry, and free of bond-inhibiting contaminants.

C. Ensure concrete substrates are fully cured.

D. Repair Materials:  Repair holes, spalled areas, and damaged concrete with appropriate repair materials from same manufacturer as waterproof coating.

1. Apply repair materials in accordance with manufacturer’s instructions.

2. Ensure repair materials are compatible with waterproof coating.

3. Allow repair materials to fully cure.

E. Remove protruding concrete accessories.

F. Smooth out surface irregularities.

G. Roughen concrete surfaces in accordance with manufacturer’s instructions to achieve surface profile of CSP 3 in accordance with ICRI 310.2R.

H. Use chemical cleaning compounds in accordance with manufacturer’s instructions, if necessary to remove stains.

I. Existing Coatings:

1. Check adhesion of existing coatings in accordance with ASTM D 3359, Method A.

2. Remove blisters and delaminated areas.

3. Sand edges to smooth rough areas and provide transition to existing coating areas.

J. Crack Repair:

1. Treat cracks larger than 1/32 inch with patching compound from same manufacturer as waterproof coating.

a. Apply patching compound in accordance with manufacturer’s instructions.

b. Ensure patching compound is compatible with waterproof coating.

c. Allow patching compound to fully cure.

2. Treat cracks larger than 1/4 inch as expansion joints and fill with appropriate sealant from same manufacturer as waterproof coating.

a. Apply sealant in accordance with manufacturer’s instructions.

b. Ensure sealant is compatible with waterproof coating.

c. Allow sealant to fully cure.

K. New Concrete Masonry Units:

1. Apply to new concrete masonry units a base coat of block filler from same manufacturer as waterproof coating.

a. Apply block filler in accordance with manufacturer’s instructions.

b. Ensure block filler is compatible with waterproof coating.

c. Apply block filler to be free of pinholes.

d. Allow block filler to fully cure.

   J.
Priming:

1.     If applying to bare concrete, prime surface with MasterProtect P 150 prior to coating. 

2.    Chalky surfaces should be primed with MasterProtect P 100.

3.4 MIXING

A. Mix waterproof coating in accordance with manufacturer’s instructions.

B. Mix waterproof coating to ensure uniform color and texture.

C. Mix waterproof coating to minimize air entrapment.

3.5 APPLICATION

A. Apply waterproof coating in accordance with manufacturer’s instructions at locations indicated on the Drawings.

Specifier Notes:  For applications requiring waterproofing, apply two coats of “MasterProtect C 350” or use as a topcoat over a base coat of “MasterProtect HB 200”.  Consult Master Builders Solutions  for more information.

B. Apply [2 coats of coating]  [1 coat of coating over base coat].

C. Maintain proper uniform wet-film thickness (WFT) during application.

D. Work to natural break and maintain wet edge during application.

E. Apply waterproof coating using consistent techniques to achieve uniform thickness, consistent appearance, and uniform color and texture.

F. Do not thin waterproof coating.

3.6 PROTECTION

A. Protect applied waterproof coating to ensure that, except for normal weathering, coating will be without damage or deterioration at time of Substantial Completion.

END OF SECTION

Disclaimer

THIS INFORMATION AND ALL FURTHER TECHNICAL ADVICE ARE BASED ON master builders solutions PRESENT KNOWLEDGE AND EXPERIENCE. HOWEVER, master builders solutions ASSUMES NO LIABILITY FOR PROVIDING SUCH INFORMATION AND ADVICE INCLUDING THE EXTENT TO WHICH SUCH INFORMATION AND ADVICE MAY RELATE TO EXISTING THIRD-PARTY INTELLECTUAL PROPERTY RIGHTS, ESPECIALLY PATENT RIGHTS. IN PARTICULAR, master builders solutions DISCLAIMS ALL CONDITIONS AND WARRANTIES, WHETHER EXPRESS OR IMPLIED, INCLUDING THE IMPLIED WARRANTIES OF FITNESS FOR A PARTICULAR PURPOSE OR MERCHANTABILITY. master builders solutions SHALL NOT BE RESPONSIBLE FOR CONSEQUENTIAL, INDIRECT OR INCIDENTAL DAMAGES (INCLUDING LOSS OF PROFITS) OF ANY KIND. master builders solutions RESERVES THE RIGHT TO MAKE CHANGES ACCORDING TO TECHNoLOGY PROGRESS OR FUrTHER DEVELOPMENTS. IT IS THE CUSTOMERS RESPONSIBILITY AND OBLIGATION TO CAREFULLY INSPECT AND TEST ANY INCOMING GOODS. PERForMANCE OF THE PRODUCT(S) DESCRIBED HEREIN SHOULD BE VERIFIED BY TESTING AND CARRIED OUT ONLY BY QUALIFIED EXPERTS. IT IS THE SOLE RESPONSIBILITY OF THE CUSTOMER TO CARRY OUT AND ARRANGE FOR ANY SUCH TESTING. REFERENCE TO TRADE NAMES USED BY OTHER COMPANIES IS NEITHER A RECOMMENDATION, NOR AN ENDORSeMENT OF ANY PRODUCT AND DOES NOT IMPLY THAT SIMILAR PRODUCT COULD OR COULD NOT BE USED.
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